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Two-dimensional(2D) quasioptical elements are demonstrated as guiding structures in the THz
frequency regime. A planar polyethylene lens is incorporated in a parallel metal plate structure and
is shown to focus guided THz radiation to a spot comparable to that expected for a
three-dimensional(3D) optical element in free space. A 2D double-slit aperture is also demonstrated
to diffract the incoming THz beam as expected for 3D. The spatial resolution of the measurement
techniques employed is illustrated by the sharpness of the measured diffraction pattern. ©2004
American Institute of Physics. [DOI: 10.1063/1.1781357]

Parallel-plate metal waveguides have been demonstrated
to exhibit low-loss transverse-electromagnetic(TEM)-mode
propagation for frequencies up to 4.5 THz and lengths to
0.25 m.1,2 The utility of these devices has recently been ex-
tended by incorporating planar quasioptical flat mirrors be-
tween the plates yielding a low-loss TEM-mode guiding
structure capable of guiding a THz pulse in both directions
transverse to the direction of propagation.3 Furthermore, a
method to optoelectronically excite guided modes in these
structures has recently been developed.4 In this work, we
extend the previous investigations by incorporating transmis-
sive and diffractive quasioptical elements within the parallel
plate structure. We demonstrate a planar lens for focusing the
TEM-mode guided THz to a small spot within the guiding
structure. This demonstration is related to earlier work at
microwave frequencies, where planar quasioptical elements
were incorporated within a slab waveguide.5 We also show
that a double slit aperture placed at the input of this lens
places the far-field diffraction pattern of the aperture at the
lens focal plane. Thus, two-dimensional(2D) reflective,
transmissive, and diffractive quasioptical elements are shown
to work as their three-dimensional(3D) counterparts in free-
space for the TEM mode of the guiding structure. The 2D
quasioptics combined with the parallel plate guiding struc-
ture act as a 2D optical table, potentially allowing for effi-
cient point-to-point THz pulse communication.

The experimental setup of Fig. 1 utilizes the standard
confocal THz time-domain spectroscopy(THz-TDS) ar-
rangement described elsewhere.6 The 2D quasioptical struc-
ture is placed at the confocal THz beam waist midway be-
tween the off-axis paraboloidal mirrors. This structure
consists of a cylindrical silicon lens, a 2D low-density poly-
ethylene(LDPE) lens incorporated within a parallel metal
plate structure, and a silicon spherical output-coupling lens.
The input cylindrical lens is 15 mm310 mm36.56 mm
with a 5 mm radius of curvature and serves to couple the
freely propagating beam of THz radiation to the transverse
electromagnetic(TEM) mode of the interconnect structure.
This lens focuses the incoming THz to an elliptical spot with
a frequency independent minor axis with 1/e amplitude di-
ameter of 200mm in the y direction and a linearly
wavelength-dependent major axis with a 1/e amplitude di-
ameter of 9 mm in thex direction at 1 THz. The minor axis

and the field polarization are perpendicular to the 2D layer
between the plates. These plates are fabricated from polished
oxygen free copper alloy 101. The individual plate dimen-
sions are 56 mm356 mm39.5 mm. The plates are sepa-
rated by the 146mm thickness of the LDPE lens. The lens is
41 mm310 mm with a 26.4 mm radius of curvature. The
focal length of the lens can be calculated as for a standard
thick lens, with the radius of one side set to infinity:f
=R/ sn−1d, whereR is the radius of curvature of the lens
s26.4 mmd, and n=1.51 is the index of the lens material.7

These values yield a focal length off =51.8 mm for the de-
scribed LDPE lens. However, this focal length is measured
from the second principal plane of the lens, 3.4 mm into the
lens from the vertex of the curved input face which is aligned
to the input edgesz=0d of the 2D structure. Consequently,
the paraxial focus of our lens lies within 1 mm of the output
edgesz=56 mmd of the test structure.

The output edge is also at the focus of a hyper-
hemispherical Si lens with 5 mm radius and 6.56 mm lens
height. This output lens point samples the field as a function
of x position along the output edge, thereby coupling a lo-
calized portion of the guided mode into the receiver. In order

a)Electronic mail: grischd@ceat.okstate.edu FIG. 1. THz-TDs arrangement and 2D quasioptical test structure.
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to obtain this spatial measurement of the THz electric field,
the cylindrical input and spherical output lenses are held sta-
tionary, as shown in Fig. 1, while the remainder of the test
structure is translated along thex axis. For each incremental
translation of the test structure, a measurement is made of the
THz pulse coupled through the device.

For this experiment, the 2D test structure and all associ-
ated lenses were first removed. The THz signal was opti-
mized, and a reference pulse was taken with the system in
the standard confocal configuration.6 The test structure was
then inserted into the THz beam path and the measured sig-
nal was again maximized. A second scan was then taken of
the THz signal pulse corresponding to the centersx=0d of
the focal spot produced by the LDPE lens. The reference
THz pulse and thesx=0d signal pulse are shown in the upper
panel of Fig. 2. The fact that the two full-width at half-
maximum(FWHM) measured pulse widths vary by less than
10 fs illustrates the minimal phase and group velocity disper-
sion of the entire 2D structure. This performance is due to
the TEM-mode propagation through the test structure and the
precision fabrication of the LDPE lens. The lower panel of
this figure compares the amplitude spectrum of each pulse,
where the spectrum of the signal pulse is multiplied by the
factor 16.5 for comparison. The two spectra are quite similar
except for the signal spectrum showing more attenuation at
the frequency extremes. The smoothness of the signal spec-
trum with no observed low-frequency cutoffs confirms that
the detected signal pulse propagates in the TEM mode of the
structure. With the test structure in place, the focusing action
of the 2D LDPE lens is determined by taking a THz signal
pulse measurement for each incremental movement of the
structure along thex axis. The measured data are shown for
three different frequencies in Fig. 3, obtained from the am-
plitude spectra of the corresponding signal pulses.

In order to understand our measurements, we use stan-
dard Gaussian beam propagation theory to calculate that at
the input face of the cylindrical lens the 1/e input amplitude
waist diameters areDe=18.4,9.2, and 4.6 mm at 0.5,1, and

2 THz, respectively. Independent measurements on a similar
THz-TDS system of the signal transmission through an ad-
justable aperture located at the confocal position yields 1/e
amplitude diameters ofDe=15,8.5, and 4.25 mm at 0.5,1,
and 2 THz, respectively. These measurements also indicated
that the beam profiles had sharper edges and more complex
shapes than a simple Gaussian, in agreement with recent
work.8 If for the moment we neglect these beam complica-
tions, aperturing effects, and spherical aberration from the
2D lens, the incoming THz radiation should be focused to a
frequency independent spot at the output edge of the test
structure, according to the Gaussian beam relationshipde
=4fl / spDed, wherede is the focused 1/e beam waist diam-
eter. For our case this diameter should be 2.15 mm. How-
ever, the measured beam waists, depicted in Fig. 3 by open
circles, are clearly frequency dependent, indicating that the
above effects may be significantly affecting the measured
signals.

The input cylindrical lens presents a 12-mm-diameter
clear aperture to the input field patterns. Thus, the actual field
pattern at the input of the lens is the product of the lens clear
aperture and the unapertured frequency-dependent beam pro-
file. This effect will introduce a frequency dependence to the
focal spot formed by the LDPE lens in the absence of other
effects. A method has recently been presented to determine
the spot size of a truncated Gaussian beam focused by a
lens.9 Application of this treatment using the measured beam
diameters above yields a frequency dependent 1/e focal spot
diameters of 4.53,2.67, and 2.32 mm at 0.5,1, and 2 THz,
respectively. This treatment is depicted as solid lines in Fig.
3. The disagreement between theory and experiment is con-
sidered primarily due to the more complex structure and
sharper edges of our beam versus that of a Gaussian. In this
regard the arrows on the beam profiles for 1 and 2 THz mark
the positions of the first null of the diffraction pattern of a
uniformly illuminated circular aperture with diameters of 8.5
and 4.25 mm, respectively. The diameters of the nulls were
obtained from the relationshipdc=2.44fl /De, yielding the
indicated results ofdc=4.46 mm. The above-mentioned
treatment demonstrates that the focusing action of the inte-
grated 2D LDPE lens behaves similarly to a standard 3D
element in free space. Furthermore, the focusing action of
this lens does not appear to introduce detectable higher-order

FIG. 2. Reference and signal THz pulses, arrows indicate FWHM pulse
width. Relative amplitude spectra for the reference pulse(solid line) and
signal pulse(dashed line). Signal pulse spectrum multiplied by 16.5 to fa-
cilitate comparison.

FIG. 3. Measured spatial cross section of the focus at the output edge of the
THz electric field (normalized amplitudes) at various frequencies(open
circles) and the calculated field dependence(solid lines).
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modes within the guide or significantly degrade the perfor-
mance of the TEM-mode guiding structure.

To further demonstrate the capability of 2D quasioptics,
a diffractive element was also demonstrated. The diffractive
element is a double slit cut in 12-mm-thick aluminum foil
and attached to the output face of the Si cylindrical lens in
close proximity to the 2D LDPE lens. The lens focuses the
Fraunhofer diffraction pattern of the double slit aperture onto
the output edge. The 5.5-mm-long slits are 1.0 mm in width
and are spaced by 3.0 mm center-to-center. The input and
output lenses, as well as the double slit aperture, are held
stationary while the remainder of the test structure is scanned
along the x axis. The measured spectral amplitude at
1.5 THz sl=200mmd, obtained from the corresponding sig-
nal pulses, is depicted as the hollow circles in Fig. 4.

The Fraunhofer diffraction pattern of a double slit illu-
minated with a uniform plane-wave is given by:Ediffsxd
=E0s1/adsinsadcossdd, where a=spa/ldsinsFd and d
=sph/ldsinsFd. E0 is the maximum value of the electric
field, and is taken as unity,a is the slit widths1.0 mmd, h is
the center-to-center spacing of the slitss3.0 mmd, F is the
angle between a ray extending from the midpoint between
slits to an observation point, and the optical axis. The angle
F may be obtained fromF=arctansx/ fd. For our case the
calculated diffraction pattern is shown as the solid line in
Fig. 4. The upper line indicates the main peak of the diffrac-
tion pattern of a single 1 mm slit given by sinsad /a. As
shown in the figure, the standard uniform plane-wave as-
sumption adequately predicts the diffraction pattern. Further-
more, the experimental spatial resolution of at least 0.4 mm
is demonstrated by the sharpness of the nulls in the measured
data.

The agreement between the predicted diffraction pattern
and the measurements can be significantly improved by
treating the index of refraction of the LDPE lens as an ad-
justable parameter. If we reduce the index ton=1.47, we
obtain precise agreement with experiment for the separation
between the nulls in the diffraction pattern of Fig. 4. This
treatment likewise yields an improved fit to the consequently
broadened 2D foci in Fig. 3. The value ofn=1.47 is not
unreasonable compared to the published bulk value of 1.51
used for the calculations in Figs. 3 and 4.7 Furthermore, in-
consistencies in the thickness of the LDPE film and the flat-
ness of the copper plates may have resulted in the incorpo-
ration of air gaps within the structure serving to reduce the
effective index.

The above-described analyses and experiments demon-
strate that 2D quasioptical elements placed in a parallel-plate
guiding structure work in analogy with their 3D counterparts.
The 2D transmissive and diffractive quasioptical elements
demonstrated in this work add to the demonstrations in pre-
vious work to further illustrate the potential of THz band-
width TEM-mode 2D quasioptical structures. The 2D paral-
lel plate structure has been shown to be equivalent to a 2D
optical table for a variety of purposes. For example, these
components may be combined to form a rigid structure
working as a conventional parallel plate waveguide along
one axis, but as a quasioptically coupled guide along the
second axis transverse to the direction of propagation. There-
fore, these structures show great promise for ultrahigh-
bandwidth interconnect structures at the board and perhaps
chip scale. In addition, these 2D quasioptical arrangements
may also be used for compact, rugged, guided wave, THz
time-domain spectroscopy applications.
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FIG. 4. Measured amplitude diffraction pattern at the output edge from the
double slit aperture at 1.5 THz(open circles), calculated double slit diffrac-
tion pattern(solid line), and calculated single slit pattern(upper line).
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